


 

RFQ DOCUMENT SIGNATURE PAGE 
 

ASSIGNMENT: A Contractor shall not assign any Purchase Order or Contract or any monies due 
therefrom without prior approval of the Purchasing Director, the Finance Director and in 
some cases the City Council.  Contact the Purchasing Agent for proper procedure. 

 

THIS FORM MUST BE FILLED OUT IN ITS ENTIRETY.  FAILURE TO COMPLETE FORM MAY BE CAUSE FOR 
REJECTION. 

***UNSIGNED BIDS CANNOT BE CONSIDERED*** 
 
IN THE FURTHER DESCRIPTION OF THIS PROPOSAL, WE SUBMIT INFORMATION IDENTIFIED AS 
FOLLOWS: 
 
BIDDING UNDER THE NAME OF: 
      (PRINT FULL LEGAL NAME) 
(PURCHASE ORDER WILL BE ISSUED AND PAYMENT WILL BE MADE ONLY IN THE NAME ABOVE.  ALL 
PAYMENTS ARE TO BE MAILED.  VENDOR PICK-UP OF PAYMENT IS NOT ACCEPTABLE) 
 
MAILING ADDRESS: _________________________________________________ 

 __________________________________________________ 
                                                                                   (ZIP CODE) 

PAYMENT MAILING ADDRESS: _________________________________________________ 

(IF DIFFERENT FROM ABOVE) __________________________________________________ 
                                                                                    (ZIP CODE) 

BUSINESS ADDRESS: _________________________________________________ 

(CHECK ONE): 
 LEASE_____   RENT  ____  OWN 
_____ 

__________________________________________________ 
                                                                                                               
(ZIP CODE) 

  
FEDERAL EMPLOYER ID #: __________________________________________________ 

CHECK ONE:  

(   ) CORPORATION, Incorporated Under The Laws Of The State Of ______________________________ 
 
        If Other Than Michigan Corporation, Licensed To Do Business In Michigan? _______YES _______NO 

(   )  PARTNERSHIP, Consisting of (List Partners) 

_________________________________________ _________________________________________ 

_________________________________________ _________________________________________ 

(   ) ASSUMED NAME (Register No.) ___________________________________________ 

(   ) INDIVIDUAL  

IF NOT SIGNED BY OFFICER OF FIRM, THE PERSON SIGNING MUST HAVE AUTHORITY TO COMMIT THE 
FIRM TO THIS BID. 
 AUTHORIZED SIGNATURE: 

DATE __________________________________ SIGNED: ___________________________________________ 

TELEPHONE NO. _______________________ PRINTED___________________________________________ 

FAX NO.________________________________ TITLE______________________________________________ 

EMAIL ADDRESS:_____________________________________ 



STATEMENT OF NO BID 
 
 
If you are not bidding on this service/commodity, please complete and return this form to:  1301 E. 
Warren, Ste 304 – Purchasing Division, Detroit, MI  48207 or Fax to 313-833-5338 or  313-833-
7890.  (Please print or type, except signature) 
 
PURCHASES AGENT:  Richard Wilson  ricwi@detroitmi.gov RFP/RFQ:  
 
COMPANY NAME:  ______________________________________________________________ 
 
ADDRESS:  ____________________________________________________________________ 
 
CITY:  ___________________________  STATE:  _______________  ZIP: _________________ 
 
CONTACT PERSON:  _____________________________  PHONE: ______________________ 
 
 
We, the undersigned, have declined to quote on Bid No.  ____________ because of the following 
reason (s): (Check all that apply) 
 
__________ City of Detroit payment issues (specify below). 
 
__________ We do not offer this product or the equivalent. 
 
__________ Unclear description/specifications (specify below) . 
 
__________ Insufficient time to respond to the invitation to bid. 
 
__________ Unable to meet bond requirements. 
 
__________ Our product schedule would not permit us to perform. 
 
__________ Other (specify below). 
 
REMARKS: 
______________________________________________________________________ 
______________________________________________________________________ 
______________________________________________________________________ 
______________________________________________________________________ 
______________________________________________________________________ 
______________________________________________________________________ 
______________________________________________________________________ 
______________________________________________________________________ 
 
 
 
Signature: ______________________________________ Date: _______________ 
 

mailto:ricwi@detroitmi.gov


BIDDER'S COMPANY ___________________________________________________________  RFQ # 49747 
TERMS AND CONDITIONS 

 

FURNISH: 
Bus Stop Signs for the Detroit Department of Transportation as required by the City of Detroit for a period of 2 years  
following award approval.  
 
GENERAL CONDITIONS: 
It is the responsibility of the Bidder to review General Conditions as specified pages 1 through 3. In your quotation a 
distinction between dollars and cents must be made.  Also, illegible bids may be grounds for rejection of your bid.  All 
changes made to the bid form altering, price, terms, quote and/or conditions.  MUST be crossed out and initialed.  Failure 
to initial any changes may be grounds for rejection of your bid.  CORRECTION FLUID IS NOT ACCEPTABLE. 
 
SPECIAL CONDITIONS 
It is the responsibility of the Bidder to review the Special Conditions attached to this RFQ and comply with all 
requirements therein. 
 
QUOTATIONS/PROPOSALS: 
Bidders MUST submit an original, 1 copy, and soft copy on flash drive of the bid quotation/proposal using Microsoft Office 
2000-2003 software or PDF format. Additionally, duplicate copies of all descriptive literature and or samples must be 
provided as requested. All flash drives become the property of the City of Detroit Department of Transportation 
Purchasing and Contract Administration. Failure to submit maybe grounds for rejection. 
 
MINOR DEVIATIONS: 
Specifications referred to herein are used to indicate desired type, and/or construction, and/or operation. Other products 
and/or services may be may be offered if deviations from specifications are minor and if all deviations are properly 
outlined and stated in the bid document. Failure to outline all deviations may be grounds for rejection of your bid. 
The decision of the City of Detroit, acting through the Purchasing Director, shall be final as to what constitutes acceptable 
deviations from specifications. 
 
RESPONSIBILITIES: 
The responsibilities under this (proposed) contract are that the City of Detroit is obligated during the period stipulated to 
purchase all of its NORMAL REQUIREMENTS of the above referenced products and/or services from the contractor, and 
the contractor is obligated to supply the quantities and/or services which the City of Detroit requires for its operations. 
Requirements stated herein are approximate but are for entire normal requirements, whether more or less. Requirements 
stated are not guaranteed. 
 
RENEWAL: 
There are NO RENEWALS 
 
REJECTIONS, MODIFICATIONS, CANCELLATIONS  
The City of Detroit expressly reserves the right to: 1) accept or reject, in whole or in part, any and all proposals/quotes 
received; 2) waive any non-conformity; 3) re-advertise for proposals/quotes; 4) withhold the award for any reason the City 
determines; 5) cancel and/or postpone the request for proposals/quotes, in part or in its entirety, and/or, 6) take any other 
appropriate action that is in the best interest of the City. This RFP/RFQ does not commit the City of Detroit to award a 
contract, to pay any cost incurred in the preparation of a proposal/quote under this request, or to procure or contract for 
services. 
 
AWARD: 
One award will be made on a low total net bid based on the estimated quantities shown. Bidders shall quote on all items, 
leave no blanks and state “No Charge” where applicable. Blank spaces are considered to be no offer. City of Detroit 
reserves the right to delete any item(s) at their option. 
 
F.O.B.: The vendor shall deliver to DDOT’s  
 
ESTIMATES: 
Estimates used herein are given as a general guide for bidding and as a method for determining awards, but are not a 
guarantee.  The City of Detroit reserves the right to perform these repairs with its own forces.  This contract covers 
outside contractual repairs. 
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BIDDER'S COMPANY ___________________________________________________________  RFQ # 49747 
TERMS AND CONDITIONS 

 

PRICE:  
A ( ) Contract prices are not Subject to increase, but will be subject to reduction. (This will be considered only in case 
of identical prices) 
 
B ( ) Contract Prices are Firm for the entire contract period. 
 
C ( ) Contract prices are firm for 1 year then subject to adjustment with a maximum increase of ___________% for 
each subsequent year of the contract. All increases must be submitted in writing from the supplier within 30 days of price 
change. 
Percentage figure must be shown to obtain consideration under Paragraph C above. For evaluation purposes, the 
percentage figure shown will be added to your price for the corresponding periods in the Contract. 
 
The City of Detroit reserves the right to cancel the balance of any contract if any proposed increase (in writing) is 
considered unacceptable. 
 
LITERATURE: 
Contractors shall submit with the bid package, adequate technical data on the materials, such that DDOT can determine 
whether or not the material meets all of the requirements of this specification. 
 
TERMINATION: 
The City of Detroit reserves the right to terminate this contract, for cause, as determined by the Purchasing Director, 
without any liability whatsoever, upon ten (10) days notice. In additions, the City of Detroit reserves the right to terminate 
this contract, for convenience, upon (30) thirty days written notification, without any liability. 
 
CONTRACT ACCEPTANCE: 
The successful bidder shall be notified of the execution of a contract by the City of Detroit upon issuance of a "Contract 
Award Notice" or a Purchase Order.  The "Contract Award Notice" shall contain the date the contract award was 
approved. 
The signed, accepted bid of the successful bidder will be the contract between the bidder and the City of Detroit, 
containing the full description of all contractual terms and conditions. A copy of your signed bid will not be mailed to you. 
Each bidder shall keep a copy of his/her signed bid form for future reference. 
 
BID WITHDRAWAL: 
No bid shall be withdrawn for 90 days from submission deadline. Bidders may reduce this period if stated on bid, but such 
bids may be rejected on the basis of the reduced time period. 
This paragraph supersedes paragraph 14 of the General Conditions. 
 
TERMS OF PAYMENT: 
A discount of _____% will be allowed for payment of invoice within thirty days of delivery and acceptance of the above 
items and vendor's invoice. Other terms less than thirty (30) days, E,O,M., Proximo, etc., shall not be considered.  
Payment terms will not be considered in determining the award of the contract(s), except in the case of tie bids. However, 
discounts may be offered to facilitate prompt payment. 
The City of Detroit reserves the unqualified right to reject any bid which includes a provision for a service charge levied by 
a vendor when payment by the City is not made within a specified time period. 
 
This paragraph supersedes paragraph 4 of the General Conditions. 
 
EXPERIENCE AND REFERENCES: 
Bidder's experience in servicing the type of equipment covered herein as well as size of garage and adequacy of 
personnel and equipment may be considered in determining award. 
Past performance and experience may be factors in making the award. 
We have completed work of a similar nature to that specified in the following locations. (Five references are required.  
Complete in entirety):  
 COMPANY ADDRESS CONTACT & PHONE  
1. _____________________ ____________________ _____________________ 
2. _____________________ ____________________ _____________________ 
3. _____________________ ____________________ _____________________ 
4. _____________________ ____________________ _____________________ 
5. _____________________ ____________________ _____________________ 
 
We have been engaged in repairs of comparable work for a period of ___________ years. 
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BIDDER'S COMPANY ___________________________________________________________  RFQ # 49747 
TERMS AND CONDITIONS 
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INVOICING: 
All invoices submitted against the contract must include part or item numbers and part or item description, list price, and 
applicable discount. 
Items not properly invoiced will not be paid.  It is the vendor’s responsibility to ensure delivery of invoice(s) to the proper 
City Dept/Div/Personnel.  Invoices must meet the following conditions for payment:  
Price on invoice must correspond to the pricing listed on purchase order and/or contract. 
Contractor must submit price lists in accordance with bid requirements. 
Original invoice must be submitted to the appropriate City of Detroit Account’s Payable Section.   
Copy of invoice must be submitted to the department personnel identified on the purchase order as being responsible for 
processing payment.  If a department contact person is not listed on the purchase order the vendor shall request in 
writing, from the Purchasing Division the name and phone number of the contact person responsible for processing 
payment. 
 
SUBMITTAL 
The Vendor must submit a price or indicate a No Bid for each item on Pricing Page. The vendor shall provide sufficient 
information on the proposed products so that a determination can be made as to the products conformance to the 
requirements of the specifications. 
 
COOPERATIVE PURCHASES: 
This bid solicitation includes the City of Detroit’s preference for environmentally preferred goods and services where 
applicable. The City of Detroit will utilize and compare the responses to this bid to available cooperative purchasing 
agreements. For a complete explanation refer to Chapter 18 of the 1984 Detroit City Code, Finance and Taxation, Article 
V, Purchases and Supplies, Division 1, Goods and Services. 
 

 MiDeal 
 General Services Administration 
 Western States Contracting Alliance 
 National Intergovernmental Purchasing Alliance (IPA) 
 National Joint Powers Alliance (NJPA) 
 U.S. Communities 

 
 

 



Price Sheet 
 

 Est Yrly          Extended 
Item Quantity Description    Price    Price 
 
1 47 each 18" x 24" bus stop sign,  $ ______________  $ ____________ 

one route only (6 colors;  
see Attachment 8 page 1) 
Yellow reverse side (see Att. 8 page 3)   

   Various Route Numbers  
 
 
2 3 each 18" x 24" bus stop sign,   $ ______________  $ ____________ 
   two routes (7 colors; see  
   Attachment 8 page 2) Yellow 
   reverse side (see Att. 8 page 3)   
 
3 1 each 18" x 24" bus stop sign,   $ ______________  $ ____________ 
   three routes (8 colors; see  
   Attachment 8 page 2) Yellow 
   reverse side (see Att. 8 page 3)   
 
 

Pre-stenciled Signs Applied, Pre-stenciled Sign Faces, and Pressurized Sign Sheeting 
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BUS STOP SIGNS 
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SCOPE OF WORK: 

 
In accordance with the latest FHWA minimum level of reflectivity requirements, the City of Detroit requires 
state-of-the-art high intensity prismatic retro-reflective sheeting for all signs to ensure better visibility and 
durability. Selection of sheeting materials and process type are specifically intended for improving legibility 
of all signs within the urban environment.   Proper visibility at the range of 150 feet to 400 feet is critical. All 
replacement signs are intended to exceed the FHWA minimum reflectivity levels by using (where specified) 
ASTM type X High Intensity Prismatic retro-reflective sheeting, having the above mentioned visibility profile 
as specified.  
 
The Vendor shall furnish the following:    

 
 Pre-stenciled Bus Stop Signs with Aluminum substrate (Applied to Aluminum) 
 

All as indicated within the City of Detroit; including all labor, materials, supplies, and use of equipment 
to fabricate and furnish in accordance with attached specifications. The vendor shall fabricate the signs 
for installation by City of Detroit Department of Transportation (DDOT). The vendor shall package and 
ship the signs to: 
 
DDOT Plant Maintenance & Construction Division 
5300 Chrysler Service Drive 
Detroit, MI 48211 

 
The vendor shall proceed to fabricate signs upon receipt of written order for supply of signs from the City of 
Detroit.  
 
Vendor is required to submit a work plan outlining its strategy and proposed efforts for successful execution of 
the program.  As a minimum requirement, the work plan should cover the following: 
 

 Narrative outlining strategy. 

 Proposed deployment of equipment owned or leased. 

 Procurement of retro-reflective sheeting in compliance with stated requirements 

 Proposed fabrication procedure of signs. 

 Proposed transportation / storage program. 

 Quality control and inspection. 

 Proposed skilled personnel. 
  
Vendor is required to complete following questionnaire and submit with final bid documentation for 
qualification:  (see page 4) 
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Questionnaire to be filled in by all Bidders 

 
 
 
RE:  “Bid for Pre-Stenciled Bus Stop Signs 
 
IN ACCORDANCE WITH   City’s specification for Retro-reflective sheeting and in compliance with article 1.3 of 
section 1 of specifications, all bidders shall produce when requested, written documentation of ownership or 
lease of all equipment necessary to perform the requirement of the contract.  Response to the questionnaire 
here below is required to assess bidder qualifications.  
 
Please note that proper response to this along with the bid is a condition for further consideration of the bid, 
based on the terms and conditions laid down in the original bid document. 
 
Bidder response required for the following: 
 

1. We are quoting on High Performance Prismatic (ASTM Type X) Retro-reflective sheeting Model 
#___________                                                                                                        

Sheeting Material Manufactured by __________________________________ 
 
2. FACILITY FOR SIGN FABRICATION 

a)Owned and operated by Prime Bidder  □ Yes      □ No, Located at_______ 
  
b)Leased and operated by Prime Bidder  □ Yes      □ No, Located at_______ 
 
c)Owned and operated by others   □ Yes      □ No, Located at_______ 
 
d)Facility certified by sheeting manufacturer □ Yes      □ No, Located at_______  

 
3. PRODUCTION CAPACITY 
 
Fabrication of Signs    ______________/day 

 
 
    Note:  Check the appropriate box, provide documentation and indicate capacity for daily production 
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Payment:   

 
Terms are net thirty (30) day from receipt of invoice. For prompt payment, vendor must send all invoices to: 
  
City of Detroit, Department of Transportation 
Accounting Division 
1301 E. Warren Ave. 
Detroit, MI 48207  
 
A copy of the invoice must also be sent to: 
 
City of Detroit, Department of Transportation 
Plant Maintenance & Construction Division 
5300 Chrysler Service Drive 
Detroit, MI 48211        
 
AWARD:  
 
The Award shall be made to the overall, responsive low bidder for furnishing Pre-Stenciled Bus Stop Signs. 
Bidders shall be required to provide unit prices for the complete fabrication including shipping of each sign to 
the City of Detroit’s Department of Transportation facility located at 5300 Chrysler Service Drive, Detroit MI 
48211 in full compliance with the requirements of the conditions. 
 
BIDDER QUALIFICATION: 
 
Each primary Bidder shall be required to submit a certification statement detailing their previous experience in 
the fabrication of signs.  Unacceptable experience of the primary Bidder shall be sufficient grounds for the 
rejection of any or all Bids. 
 
Bidders shall also provide documentation that indicates their possession of all equipment necessary to perform 
all requirements of the Contract.  Documentation shall consist of written proof of ownership or lease of all 
essential equipment. 
 
In addition to submitting the above, each Bidder shall be required to meet with representatives of the City to 
give detailed information regarding their fabrication procedures and all other matters that the City deems 
necessary to determine the Bidder’s qualifications, responsibilities, and ability to perform the specified work. 
 
VENDOR RESPONSIBILITY:        
 
The awarded Vendor shall be responsible for the quality of all materials and workmanship utilized in the 
complete fabrication of the sign; including but not limited to sheeting and Aluminum blanks all as per the 
detailed specification contained in the ensuing sections of this document.  Any signs or components that are 
deemed unacceptable due to defective workmanship, materials, or process shall be returned to the Vendor at 
No Cost to the City. 
 
It shall also be the Vendor’s responsibility to ensure that all signs are spelled correctly.  Any misspelled sign 
faces shall be returned to the Vendor at No Cost to the City.  It shall be the Vendor’s responsibility to obtain the 
proper names and quantity of each sign from the Department of Transportation prior to fabrication.  It shall be 
the Vendor’s responsibility to ensure that all signs are packaged as specified herein.        . 
 
PILOT MODEL: 
 
The awarded Vendor shall furnish one (1) mounted sign in each category to the City for sign quality inspection 
prior to any regular shipping.  Upon acceptance of the pilot signs, Vendor shall continue fabrication of the 
remaining signs.  The City’s acceptance in writing must be obtained before Vendor commences regular 
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shipping, which shall be identical to the Pilot signs in terms of quality, letter size, spacing, material, colors, 
installation compatible components, etc. 

 
WORK INCLUDED/MATERIALS & WORKMANSHIP: 
 
The work included consists of fabricating and supplying Pre-stenciled mounted Bus Stop Signs.   The signs 
shall consist of High Intensity Prismatic retro-reflective sheeting applied to a 0.080” thick Aluminum sign blank.  
The aluminum blanks shall be flat, true to size, and properly aligned.  The sheeting shall meet the minimum 
coefficient of retroreflection specified in the detailed retroreflective sheeting specification in Section 3.3 
Attachment 2.  A complete listing of the required signs and required quantities will be furnished along with 
release order. 
 
However, the quantities of individual signs may vary.  The City reserves the right to delete, add or modify 
quantities and legends of signs that are required to be furnished. The successful bidder must obtain a written 
confirmation work order from DDOT Plant Maintenance & Construction Division prior to actual fabrication and 
shipping.  Each shipment will be strictly limited to the number of signs ordered by the city in individual release 
order. 
 
For details and requirements for shipping and handling refer to Section 3. 

 
WORK SCHEDULE: 
 
Each Bidder shall submit a firm schedule with their Bid.  The schedule shall state the date and time to 
complete initial approval process and total time required to complete Contract.  In any case, the total time 
required to complete shall not exceed one (1) year after the award of Contract. The bidder shall arrange 
phased supply of signs as required by DDOT Plant Maintenance & Construction Division.  Failure to provide an 
acceptable schedule shall be sufficient grounds for rejection of any or all Bids. 
 
 
The City of Detroit Department of Transportation will carry out the actual installation of the signs.  City of 
Detroit reserves the right to define the supply schedule to suit City's resources available for installation. 
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SECTION 2 
 

DEFINITION AND REFERENCES 
 
Definition 
 
‘City’ means City of Detroit represented by the Department of Transportation and its authorized agents. 
  
“Vendor” means the contractor who has entered into legal agreement with the City of Detroit for furnishing 

materials and/or for providing services per terms and conditions laid down for a fee agreed herein and 
documented thereof.  

 
Mounted signs means completed signs consisting of sign blanks (aluminum substrate) with pre-stenciled, retro 

reflective sheeting faces affixed to one or both sides of the blank, ready for installation. 
 

Retro-Reflective sheeting referred to in this bid package means High Intensity Prismatic -ASTM Type X 
Sheeting.  

 
Aluminum blanks means  anodized Aluminum or Aluminum Alloy 0.08” thick cut to required lengths as 

indicated on attached drawings,  finished with rounded 1.5” radius corner, free from burrs and 
aberrations.   

 
Pre-stenciled sheeting means sheeting cut to required size with the sign legend either screened or with EC film 
applied to achieve the design copy as indicated on attached drawings.   
 
Lettering means inscription of sign face legends as defined in the attached drawings and specifications.  

 
Fabricator means the facilitator of the finished product using, 1) individual components produced by approved 
manufacturer, 2) skilled labor and 3) proper equipment. 
 
References 
 
Aluminum Sign Blanks refer to Attachment – 1 for particular specifications 
 
Prismatic Retroreflective sheeting.  Refer to Attachment – 2 for particular specifications. 
 
Accessories for fabrication.  Refer to Section 3 and Attachment – 3, 4, & 5 for particular specifications for 
process colors, EC film and other accessories for sign making. 
 
Testing and certification requirements.  Refer to Section 3.6 and Attachment- 6 for particular applicable 
specifications. 
 
Performance Warranty: Refer to Section 3.7 and Attachment - 7 
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SECTION 3 
 

COMPONENTS AND FABRICATION PROCESS OF SIGN 
 

Bus Stop Sign Format 

General Components 

Retro-reflective Sheeting 

Legend 

Aesthetics of the Signs 

Submittals and Acceptance Criteria 

Warranty 

Sign Making Procedures 

City of Detroit Specification for 
Pre-stenciled Mounted Bus Stop Signs  

 
Section 3 – Requirements for the Components of the Sign 
 
Pre-stenciled Mounted Bus Stop Signs (applied to aluminum) 
 
Bus Stop Sign Format 
 

All Bus Stop Signs shall be manufactured, fabricated and furnished in compliance with the attached 
drawing and specifications (see Attachment 8). Designs provided by DDOT shall be applied to the pre-
fabricated sign using a state-of-the-practice printing process that shall be fully described in the proposal. 
Benefits of the proposed printing process shall be stated. Only final production artwork furnished by DDOT 
shall be used; no other artwork will be acceptable. Final production artwork shall be provided to the 
successful bidder in Encapsulated Postscript electronic format subsequent to the contract award. 
 
The color of the ink to be used in the sign face printing process shall be as required. Please refer to 
Attachment 8 for a list of colors. Front face of signs shall consist of 5, 6, or 7 colors on white background. 
Rear face of sign (facing away from approaching traffic) shall be coated with a yellow non-reflective vinyl 
film, with the words “Bus Stop,” as shown in Attachment 8. 
 
The front face of each sign shall contain a unique inventory ID number along with the date of manufacture, 
as indicated on the artwork (see Attachment 8). 

 
General Components 
 

All sign components shall be in compliance with the City of Detroit’s specifications for Bus Stop Signs and 
their individual material specifications.   

 

 Aluminum blanks – 18” w x 24” h to MUTCD standards. 
- Anodized/Alloy Aluminum  
- 0.080” thick 
- 1.5 inch Radius corners 
- Two (2) mounting holes per sign blank as specified in Attachment 1. 
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 Retroreflective sheeting – Pressure Sensitive High Intensity Prismatic sheeting (ASTM Type X) retro-
reflective sheeting as specified per bid item description and attached performance specifications.  

 

 Sign legend screened and processed using manufacturer recommended inks or applied Electronic Cut-
table film. (EC film) 

 

 Bus Stop Sign legends shall conform to the following specification: 
- As per attached sign drawings 
- Lettering will be as per MUTCD standards 
- Font style – As detailed within individual sign drawings- See Attachment 8 

 
Retro-reflective Sheeting (Material and Fabrication) 
 
  Retro-reflective Sheeting 
  

All retroreflective sheeting to be utilized in the fabrication of pre-stenciled mounted Bus Stop signs as 
described in the ensuing sections shall conform to High Intensity Prismatic (ASTM type X sheeting) 
retro-reflective sheeting as indicated in the drawings and/or individual line items.    
 
To ensure maximum visibility, minimum levels of reflectivity for Bus Stop Signs is required. The use of 
high performance prismatic technology will constitute the very minimum level of acceptable 
performance for the City of Detroit’s Bus Stop Signs. Also, to promote the benefit of improved, less 
pollutant manufacturing processes, the City of Detroit has moved away from use of metalized 
retroreflective technologies of the past (such as Engineer Grade and Beaded High Intensity reflective 
sheeting) to more environmentally friendly prismatic products (see Attachment 2 for detailed 
specification). Specifying the use of High Intensity Prismatic sheeting placed at high angularity locations 
will provide the highest retroreflectivity at short road distances as determined by RA values at 10 

observation angle.  This sheeting is typically an un-metallized high intensity micro-prismatic retro-
reflective element material, typically used for applications for permanent highway signs. See detailed 
specification in Attachment 2. 
 
Certain applications may require the use of a particular product within a specific level of performance in 
order to achieve a desired level of retro-reflectivity in a given situation. In these cases, City of Detroit 
will require information concerning additional performance characteristics. Typically, the legibility of the 
signs located on the right hand side of the driver from distances ranging from 150 feet to 400 feet is 
critical. Minimum coefficient of retroreflection value requirements at various observation angles and 
entrance angles as illustrated (see Attachment 2) shall be strictly enforced.  Daytime Luminance factor 
shall comply with values laid down at table 6 ASTM D4956. 36-month accelerated weathering test 
values as established for this material shall conform to outdoor weathering requirements laid down in 
ASTM D4956 - 99. 

 
  Processing 
 

When screen processing, both positive and reverse screen process color inks shall be used.  All screen 
processing and clear coating shall be in accordance with recommendations of the sheeting 
manufacturer.  If signs are to be edge sealed, such sealing should be done according to sheeting 
manufacturer’s recommendations.  Sign faces may also be produced by direct application of Acrylic 
Electronic Cuttable film (See Attachment 3) onto background in accordance with sheeting 
manufacturers’ recommendations. 

 
At the time of screening, signs will be dated with date of manufacture and City of Detroit identifier. 
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Legend 
 
  Sizes and Series 

All legends will be as indicated in attachment 8. In special cases, additional descriptions will be added 
as a part of this program. 

 
Aesthetics of Sign (General Characteristics and Packaging) 
 

Aesthetics of the Signs  
 
All finished signs shall be of good appearance, free from ragged edges, cracks, scales, or blisters; the 
legend shall be clear and not obliterated in any way. Signs shall be of uniform in appearance in terms of 
layout, hue and shade of the background colors, optical centering of the text etc. City of Detroit 
reserves the right to reject any sign not in compliance with the above requirements. The vendor shall 
replace such signs at no cost to the City, including shipping and handling. 
 
Packaging and Shipping    
 
Signs shall be packed in accordance with commercially accepted standards with sheeting 
manufacturer’s recommended slip-sheet paper placed and padded against the face side for mounted 
signs.  Signs shall be protected from moisture or other direct exposure to the element during shipment 
or storage. Signs shall be sorted by categories and packaged separately. Signs contained in each 
package shall be limited to 50 mounted signs. An identifier shall be affixed on top of each package 
describing in full the legend of the sign contained in the package.  

 
Submittals and Acceptance Criteria 
 

Approval Procedure 
 
A minimum of one (1) sample of each mounted signs-one from each category- shall be submitted for 
approval prior to shipping. The sampling shall be representative. The approved samples will be kept at 
the offices of Department of Transportation and shall form the basis for comparison and acceptance of 
all regular submittals. If required, City will define the exact category of sign chosen for representative 
sampling. 

 
Testing Requirements: 
 
Prior to commencement of the regular submittals, all required test data pertaining to the sign 
components shall be made available for review per Attachment 7. Test data shall be gathered by an 
independent agency, such as AASHTO’s National Transportation Product Evaluation Program 
(NTPEP).  Test data shall cover both the Retro-reflective sheeting and process inks and/or overlay films 
manufactured by the sheeting manufacturer in standard traffic colors. Data collection shall have been 
completed no more than five years prior to the submission. As a minimum requirement, a 36-month 
outdoor weather test data for reflective sheeting shall be made available for review.  

 
 Test Panels and Test Conditions 
 

Unless otherwise specified herein, sheeting shall be supplied to test panels in accordance with 
ASTM D 4956 section 8.2 and test conditions shall conform to ASTM D 4956 section 8.1. 

 
Pre-Qualification and Acceptance Criteria 
 
Acceptance criteria of Retro-reflective sheeting for permanent signage shall meet the standards and 
guidelines laid down by Michigan Department of Transportation (MDOT). Please see attachment 6 
“Acceptance Criteria” for details. MDOT requirements for Type material as attached is intended to 
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establish minimum test requirements for retro-reflective sheeting. Acceptance criteria for Type X 
sheeting may be more stringent.  Pre-qualification of manufacturer of the sheeting shall be governed by 
Evaluation criteria laid down in the “City of Detroit Durable Sheeting Qualification Procedure” and 
proven capability to provide technical support for the product.   

 
Warranty 
 

The vendor shall procure and issue to the City a written warranty to ensure continual effectiveness of all 
installed signs during the entire life span of the signage (10 years).  The warranty will cover the cost of 
restoring the sign to its original effectiveness at no cost to the City of Detroit for all materials including 
signage, substrate, installation hardware, support structures and anchors and labor for sign fabrication 
and reinstallation in the field, in the event of failure of the pre-stenciled face sheeting due to defective 
manufacture and /or fabrication.  The primary warranty will be for a period of first seven (7) years and 
will cover comprehensive replacement of signs to its original form.  The secondary warranty will cover 
only the cost of the replacement of sheeting required to restore the sign surface to its original 
effectiveness.  The secondary warranty will cover years 8, 9, and 10.” 

 
Sign making Procedure 
 

All signs to be fabricated for this project shall be produced at approved facilities.  The City of Detroit 
reserves the right to inspect the proposed sign shop prior to or during the sign making process.  Signs 
manufactured at unapproved facilities will not be accepted by the city and will be returned at no cost to 
the city. 

 
The actual sign making process shall be determined by the fabricator.  Processes such as reverse 
screen process and/or EC film application are acceptable to the city provided that required contrast 
values between the background and legend is maintained per MUTCD standards.  The consistency of 
process colors shall be maintained. 
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PARTICULAR SPECIFICATION FOR COMPONENTS AND FINISHED PRODUCT 

 
 
 
 
 
Attachment 1 – Aluminum  Blanks 
Attachment 2 – High Intensity Prismatic (ASTM Type X)  Retroreflective Sheeting 
Attachment 3 – Electronic Cuttable Film 
Attachment 4 – Protective Overlay Film 
Attachment 5 – Slip Sheeting 
Attachment 6 – Testing and Certification Requirements 
Attachment 7 – Warranty  for Installed signs 
Attachment 8 – Prestenciled  Traffic Control Fabricated Sign (applied to aluminum)  Drawing-Detail 
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Attachment 1 
 

Aluminum Blanks 
 
 

Aluminum Blanks 
 
 
Aluminum blanks shall be Anodized 5052-H38, 5052-H39 or 6061 -T6 Aluminum alloy mill 
finished rectangular shaped panels 18” w x 24” h. All corners are to be rounded to a radius of 
1.5 inches. The finished flat sheet blank shall be 0.08 inches thick and true to linear dimensions 
specified. 
  

 
As theft deterrence, each individual blank shall be embossed with “PROPERTY OF CITY OF 
DETROIT DDOT” (upper case 1” lettering). The ID shall be located at the lower right hand 
corner on the reverse face of sign. 
 
 
All blanks must be flat and free from warps or twists of any nature. All surfaces, edges and 
holes must be free from burrs, sharp edges or other imperfections. Blanks must be free of all oil, 
grease, dirt and surface residue and be ready for immediate application sheeting and process 
materials. 
 
 
Each sign blank shall have two (2) mounting holes. Holes must accept 5/16” threaded screws 
after trimming. Holes shall be centered along the width of the sign blank (i.e. the center of each 
hole shall be 9” from the left and 9” from the right edge), and the center of the holes shall be 
1.5” from the top and bottom edges of the sign blank, respectively. 
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ATTACHMENT #2 
 

HIGH PERFORMANCE PRISMATIC  
(ASTM TYPE X) RETROREFLECTIVE SHEETING 

 
City of Detroit  

Specification for Unmetallized Microprismatic   
ASTM TYPE X High Performance Prismatic  

Retro-Reflective Sheeting for Durable Sign Faces  
 
1.0 Scope 
  
 This specification covers flexible white or colored, prismatic retro-reflective sheeting (hereinafter 

called sheeting), and related processing materials designed to enhance nighttime visibility of traffic 
control signs and objects. The sheeting shall consist of cube corner prismatic optics encapsulated 
by a flexible transparent plastic film that has a smooth outer surface. The sheeting shall have a pre-
coated adhesive protected by an easily removable liner. 

  
 The sheeting shall be part of a family of products required for the manufacture and imaging of 

traffic control signs as described in section 4.  Imaged (printed or overlain) areas of signs are 
covered only by section 2.0, section 6.2, Table 1, section 6.3 and Table 2.   

  
2.0 Prequalification and Performance History 
  
 Materials shall be considered for use only when, in the opinion of the agency, sufficient 

evidence exists to ensure that the materials and services offered can reliably conform to this 
specification. The sheeting manufacturer shall provide evidence of performance and suitability 
for use in accordance with the Agency’s Qualified Products Procedures 

 
3.0  Classification and Conformance 
 

The sheeting shall meet the performance requirements contained in all of the standards and 
specifications listed below, as modified herein.  The sheeting need not conform to any 
construction or composition limitations included in the reference specifications; and the retro-
reflectance measurements shall be limited to observation angles less than 2.0°. 
 
ASTM D 4956 (Type III, Type IV, Type X)             BS 873 Class 1 
AASHTO M 268 (Type III, Type IV, Type X) AS/NZ 1906.1 Class 1 
CGSB 62-GP-11 Type 1    DIN 67520 Type 2 
EN 12899-1 Class 2     JT/T 279 Class 3 
GB/T 18833 Class 3                 NTC 4739 Type III and IV 
NBR 14644 Type II     SABS 1519.1 Class III 
 

 3.1 The adhesive shall be a pressure-sensitive adhesive of the aggressive tack type requiring 
no heat, solvent or other preparation for adhesion to smooth, clean surfaces when properly 
applied at temperatures above 65�F. For application to rough surfaces, a surface primer 
may be required. 

 
4.0 Imaging Systems 
 

4.1 Process Inks 
 

4.1.1 The process colors shall be a single line of traffic colors which may be applied 
before and after the sheeting is applied to a substrate; require no component 
premixing; and will air dry for packing in 4 hours or less and requires no clear 
coating. 
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 4.2 Overlay Films:  The sheeting manufacturer shall also manufacture colored imaging films 
and clear protective overlays, which are compatible with the sheetings, and when used 
in accordance with the sheeting manufacturer’s instructions shall not lessen the warranty 
term as described in section 7.2. 

 
5.0  Test Panels and Test Conditions   
 

Unless otherwise specified herein, when tests are to be performed using test panels, the 
specimens shall be applied to smooth aluminum 0.020 in. (0.508 mm), 0.040 in. (1.016 mm) or 
0.063 in. (1.600 mm) in thickness cut from Alloy 6061-T6 or 5052-H38. The aluminum shall be 
degreased and lightly acid etched before the specimens are applied. Unless otherwise 
specified, all test samples shall be conditioned for 24 hours prior to testing and all tests shall be 
conducted at a temperature of 73 ± 3°F (23 ± 2°C) and 50 ± 5 % relative humidity.   

 
6.0  Material Requirements 
 

6.1 Color Requirements: Color shall be as specified and shall conform to the     requirements for 
standard highway colors as defined all the standards and specifications listed in section 3.0 
above.  

    
 6.2 Coefficient of Retro-reflection: The coefficients of retro-reflection shall be determined in 

accordance with ASTM E-810, for the minimum requirements of Table 1, as specified.  
 

6.2.1.1 Units: Coefficients of retro-reflection shall be specified in units of candelas per lux 
per square meter.  The observation angles shall range from 0.2° to 1.0�.  The 
entrance angles shall range from –4° to 40°. 

 
6.2.1.2 For screen printed transparent colored areas on white sheeting, the coefficients of 

retro-reflection shall not be less than 70% of the values for corresponding color in 
the above table.  Standard traffic colors not available in integrally colored sheeting 
may be produced using acrylic overlay films. 

 
 6.3    Color Processing:  The retro-reflective sheeting shall be designed to work in concert with 

recommended imaging systems.  Color processing with compatible transparent and 
opaque process colors shall be possible in accordance with the sheeting manufacturer's 
recommendation at temperatures of 66 to 100�F (16 to 38�C) and relative humidity of 20 
to 80%. The sheeting shall be heat resistant and permit force curing without staining of 
applied or unapplied sheeting at temperatures recommended by the sheeting 
manufacturer. 

  
6.4 Flexibility:  The reflective sheeting shall be sufficiently flexible to show no cracking during 

application to substrates in accordance with the manufacturer’s instructions.  
   
  6.5 Adhesion: The retro-reflective sheeting shall comply with the liner removal and adhesion 

requirements contained in the standards and specifications listed in section 3.0. 
   

6.6  Impact Resistance: The retro-reflective sheeting shall comply with the impact           
resistance requirements contained in the standards and specifications listed in       section 
3.0. 

 
6.7     Resistance to Accelerated Weathering: The retro-reflective sheeting shall comply                

with the weathering resistance requirements contained in the standards and                 
specifications listed in section 3.0.  
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6.8    Resistance to Heat, Cold and Humidity:  Three samples of retro-reflective sheeting, 3x6 inch, 
applied to test panels in accordance with section 5.0 above, shall be              exposed as 
follows: 

 
   6.8.1 Heat: One specimen shall be placed in an oven at 160°F + 5°F                         (71° C 

+ 3° C) for 24 hours, then conditioned as in section 5.0 for 2              hours. 
 
6.8.2 Cold: The second specimen shall be exposed to an air temperature                   of -

70°F + 5°F (-57°C + 3°C) for 72 hours, then conditioned as in section       5.0 for 2 
hours. 

   6.8.3    Humidity:  The final specimen shall be subjected to 100% relative humidity at a 
temperature of 75° - 78°F (23°- 27°C) in accordance with US Federal Test 
Method Standard 141, method 6201, for 24 hours, then conditioned as in section 
5.0 for 24 hours. 

 
 Examination of each of the three samples following the exposures shall show no 

evidence of cracking, peeling, chipping or delamination from the test panel.  After 
heat exposure the sheeting shall retain a minimum of 85% and a maximum of 
115% of the original coefficient of retro-reflection when measured at room 
temperature. 
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Table 1 

           Minimum Coefficient of Retro-reflection 
(Candelas per Lux per Square Meter) 

    
White      Green    

 -4/5 30 40    -4/5 30 40 

0.2 560 280  90   0.2 56 30 8 

0.5 200 100 45   0.5 21 12 3.0 

1.0 20 10 9.0    1.0 2.0 2.0 0.8 

          
Yellow      Blue    

 -4/5 30 40    -4/5 30 40 

0.2 420 210 65   0.2 30 14 5.0 

0.5 150 75 32   0.5 13 6.0 2.0 

1.0 14 8.5 7.0    1.0 1.0 0.8 0.5 

          
Red      Brown    

 -4/5 30 40    -4/5 30 40 

0.2 84 42 15   0.2 18 8.5 2.0 

0.5 30 15 7   0.5 7.5 3.5 1.0 

1.0 3.0 2.0 1.0    1.0 1.0 0.2 0.1 

          
Orange          

 -4/5 30 40   

0.2 210 105 29   

0.5 75 37 14   

1.0 5.0 3.0 1.0    
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7.0  Performance Requirements and Obligations 
 
 7.1 Certification.    The sheeting manufacturer shall submit with each lot or shipment, 
 certification that states that the material supplied will meet all the requirements listed  herein. 
   
 7.2 Field Performance Requirements 
  

Sheeting processed and applied to sign blank materials in accordance with sheeting manufacturer's 
recommendations, shall perform effectively for the number of years stated in Table 2 of this 
specification. The retro-reflective sheeting will be considered unsatisfactory if it has deteriorated due to 
natural causes to the extent that: (1) the sign is ineffective for its intended purpose when viewed from a 
moving vehicle under normal day and night driving conditions; or (2) the coefficient of retro-reflection is 
less than the minimum specified for that sheeting during that period listed in Table 2. All measurements 
shall be made after sign cleaning according to sheeting manufacturer's recommendations. 

  
Table 2 

Minimum Coefficient of Retro-reflection 
      Candelas per Lux per Sq-Meter  

(.2��obs, and -4� entrance) 
 

                    Minimum     Minimum 
                   Coefficient   Coefficient 
   Sheeting                  of Retro.             of Retro. 
   Color                       (7 years)             (10 years) 
  
  White  450   390 
  Yellow  336     294 
  Green     45        39 
  Red       67        59 
  Blue     24        20 
  Brown     14         12 
  Orange  165   147 
 

For screen printed transparent colored areas on white sheeting, the coefficients of retro-reflection 
shall not be less than 70% of the values for the corresponding color in the above table.    

 
7.3 Sheeting Manufacturer's Replacement Obligation 

  
Where it can be shown that retro-reflective traffic signs manufactured with sheeting supplied and used 
according to the sheeting manufacturer's recommendations have not met the performance 
requirements of Section 7.2 due to internal defects, the sheeting manufacturer shall cover restoration 
costs as follows for sheeting shown to be unsatisfactory during: 

  
7.3.1 The entire ten years: the sheeting manufacturer will replace the sheeting required to restore 
the sign surface to its original effectiveness. 
 
7.3.2 In addition, during the first seven years:  the sheeting manufacturer will cover the cost of 
restoring the sign surface to its original effectiveness at no cost to the using Agency for materials 
and labor.  

 
 7.4 Government Using Agency Obligation 
  
 The using Agency shall be responsible for requiring the dating of all signs at the time of application. 

That date constitutes the start of the field performance obligation period. 
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8.0 Technical Assistance Requirement 
 

The manufacturer supplying the retro-reflective sheeting shall provide at no charge the services of a 
qualified technician for instruction and training at the primary sign manufacturing facility or other centers 
designated by the City.  This instruction shall be provided biannually and at the request of the City. 
Instruction shall include but not be limited to training films, material application, equipment operation, 
silk screening techniques, packaging, storage, and other proven sign shop practices as they apply to 
the reflective sheeting supplied by the manufacturer, and to assure that the resulting signs can comply 
with the applicable specifications. 

 
Additional on-site technical assistance by the manufacturer supplying the retro-reflective sheeting shall 
be provided at each of the sign shops designated in the bid invitation.  This assistance shall be 
provided annually and at the request of the Agency.  

 
The sheeting manufacturer shall, without additional cost to the Agency, provide the sign shops with 
competent technical service and product information, including service on screen printing problems with 
the inks furnished or recommended by the manufacturer for their sheeting. The manufacturer supplying 
the retro-reflective sheeting shall provide technical assistance for their recommended sheeting 
application equipment.  The manufacturer shall certify that trained personnel will be available on 72 
hours’ notice to render such service to facilitate the manufacture of finished signs.   “Service” is 
understood to mean the capability of calibration and troubleshooting, as well as the training and 
retraining of personnel as required. In addition, a manufacturer's representative shall be available on 
site within 24-hour notice to assess and advise on any manufacturing difficulty that arises.   

 
9.0 Applicable Documents 
 
 The following documents, of the issues in effect on the date of invitation for bids or request for proposal, 

form a part of this specification to the extent specified herein. 
 
9.1 ASTM Standards 

 
9.1.1 B 209 Specification for Aluminum and Aluminum Alloy Sheet and Plate. 
 
9.1.2 D 523 Standard Method for Test for Specular Gloss. 

 
9.1.3 D 4956 Standard Specification for Retro-reflective Sheeting for Traffic Control. 
 
9.1.4 E 284 Standard Definition of terms Relating to Appearance of Materials. 
 
9.1.5 E 308 Standard Method for computing the colors of objects by using the CIE system. 
 
9.1.6 E 810 Standard Test Method for Coefficient of Retro-reflection of Retroflective Sheeting. 
 
9.1.7 E 1164 Standard Practice for obtaining spectrophotometric data for object color 

evaluation. 
 

9.2 Other Standards 
 

9.2.1 AASHTO M 268 Standard Specification for Retro-reflective Sheeting for Traffic Control 
 
9.2.2 FHWA FP-96 Standard Specifications for Construction of Roads and Bridges on Federal 

Highway Projects 
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ATTACHMENT #3 
 

SPECIFICATION FOR  
ELECTRONIC CUTTABLE FILM 

(EC FILM) 
 

City of Detroit 
Specification for Electronic Cuttable Film for Use on Retroreflective Sheeting 
 
1.0 Scope 
 
 This document covers highly durable, transparent, acrylic, pressure sensitive colored film designed to 

be applied to retroreflective materials for the creation of traffic control signs and devices. 
 
2.0 Performance History 
 
 2.1 The sheeting manufacturer shall provide test data showing that representative production 

material of the type to be supplied has met the requirements for 36 months of accelerated 
outdoor weathering described in Section 6.6. 

  
 2.2 This data shall be gathered by an independent agency, such as AASHTO's National 

Transportation Product Evaluation Program (NTPEP). 
 
 2.3 The data submitted shall cover the films manufactured by the sheeting manufacturer in standard 

traffic colors and the data collection shall have been completed no more than 5 years prior to 
the offer. 

 
 2.4 To be considered an equal alternate to an existing, qualified product, a candidate product must 

be used or weathered alongside the control or benchmark material to eliminate any bias in the 
exposure procedures. 

 
3.0 Applicable Documents 
 
 The following documents, of the issue in effect on the date of invitation for bids or request for proposal, 

form a part of this specification to the extent specified herein: 
 
 3.1 ASTM Standards 
 
  3.1.1 B 209 Specification for Aluminum and Aluminum Alloy Sheet and Plate. 
 
  3.1.2 D 523 Standard Method for Test for Specular Gloss. 
 
  3.1.3 D 4956 Standard Specification for Retroreflective Sheeting for Traffic Control 
 
  3.1.4 E 284 Standard Definition of Terms Relating to Appearance of Materials. 
 
  3.1.5 E 308 Computing the Colors of Objects by Using the CIE System. 
 3.1.6 E 810 Standard Test Method for Coefficient of Retroreflection of 

Retroreflective Sheeting. 
 
  3.1.7 E 1164 Standard Practice for Obtaining Spectrophotometric Data for Object-Color 

Evaluation. 
 
 3.2 CIE Publication Number 39-2, Recommendation for Surface Colors for Visual Signaling. 
 
 3.3 FP-92 Standard Specifications for Construction of Roads and Bridges on Federal Highway 

Projects. 
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4.0 Description 
 
 Electronic cuttable films shall consist of highly durable, transparent, acrylic colored films coated with a 

transparent pressure sensitive adhesive protected by a removable translucent, synthetic, release liner.  
The films are designed to be cut on knife over roll (sprocket fed or friction fed) and flatbed electronic 
cutting machines.  The films shall be available in standard traffic colors, be dimensionally stable, and be 
designed to optimally cut, weed, lift, and transfer.  Use of electronic cuttable films will not require the 
using agency to release any volatile organic compounds. 

 
5.0 Test Methods 
 
 5.1 Test Conditions.  Unless otherwise specified herein, all applied and unapplied test samples and 

specimens shall be conditioned at the standard conditions of 73 + 3° F ( 2 3 + 1.5° C) and 50 + 
5% relative humidity for 24 hours prior to testing. 

 
 5.2 Test Panels.  Unless otherwise specified herein, when tests are to be performed using test 

panels, the specimens of retroreflective and/or overlay film(s) shall be applied to smooth 
aluminum cut from ASTM B-209 Alloy 5052-H36, 5052-H38, 5154-H38, or 6061-T6 sheets on 
0.020 inch (0.051 cm), 0.040 inch (0.102 cm), or 0.063 inch (0.160 cm) thickness.  The 
aluminum shall be degreased and lightly acid etched before the specimens are applied.  The 
specimens shall be applied in accordance with the recommendations of the reflective sheeting 
and electronic cuttable film manufacturer(s). 

 
6.0 Physical Requirements 
 
 6.1 Color Requirements.  When electronic cuttable film is applied to retroreflective sheeting, the 

resulting color of the composite sheeting will conform to Federal Specification FP-92, Section 
718.01 and ASTM D 4956 or to the using agency specification for the appropriate retroreflective 
sheeting to which it is applied. 

 
  6.1.1 Color Test. Conformance to color requirements shall be determined by instrumental 

method in accordance with ASTM E 1164 on sheeting applied to aluminum test panels.  
The values shall be determined on a HunterLab Labscan 6000 0/45 Spectrocolorimeter 
with option CMR 559 [or approved equal 0/45 (45/0) instrument with circumferential 
viewing (illumination)].  Computations shall be done in accordance with ASTM E 308 for 
the 2° observer. 

 
 6.2 Coefficient of Retroreflection, RA.  When transparent colored electronic cuttable film is applied 
per the manufacturer's recommendations over white retroreflective sheeting, the colored composite will 
conform to the percentage specified in Table 1.  The coefficient of retroreflection shall be determined in 
accordance with ASTM E 810. 
 

Table 1 
 

Coefficient of Retroreflection RA * for Applied E.C. Films 
(expressed as % of white retroreflective sheeting background) 

 
Transparent Color Minimum Maximum 

Green  13.0 20 
Blue  6.5 20 
Red  14.0 24 
Yellow  60.0 80 
Orange  30.0 - 
Brown  5.0 - 
Blue-Violet  1.4 - 
Dark Green**  8.0 14 
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  * RA (cd/lux/m2) measurements shall be made at 0.2° observation angle, -4° entrance angle, 
and 0° rotation, per ASTM E-810. 

  ** Standard green color for U.K., Australia, and New Zealand. 
 
 
  6.2.1 Units.  Coefficients of retroreflection RA shall be specified in units of candelas per foot 

candle per square foot (candelas per lux per square meter). 
 
  6.2.2 RA measurements at 0.2° observation angle and -4° entrance angle (0° rotation) shall be 

made on the same area of sheeting before and after application of the colored overlay 
film. 

 
  6.2.3 The ration of the RA (color) to RA (White) shall be calculated and converted to a 

percentage to determine the film transmission values. 
 
 6.3 Specular Gloss.  The electronic cuttable film shall have an 85° specular gloss of not less than 

50 when tested in accordance with ASTM D 523. 
 
 6.4 Processing and Cuttability.  The electronic cuttable film shall permit cutting, weeding, masking 

with transfer tape, lifting, and application to retroreflective sheeting when used in accordance 
with manufacturer's recommendations at temperatures between 65° and 95° (18.3° and 35.0° 
C) and relative humidities between 30% and 70%.  The film shall lay flat with minimal edge curl 
and be dimensionally stable. 

 
 6.5 Adhesive Liner. The protective lay flat liner shall be a synthetic film liner resistant to moisture 
absorption and curl and shall be removable by peeling, without breaking, tearing, or removing any adhesive 
from the electronic cuttable film.  The liner shall have a controlled release from the adhesive coated film 
sufficient to allow cutting and weeding without the film popping off from the liner, while still allowing the liner to 
easily be peeled from the film during application.  The liner shall be printed with an indelible mark indicating the 
name of the film manufacturer. 
 
  6.5.1 Film with punched edges for use on sprocket fed knife over roll cutters shall be edge 

scored and weeded to remove film in the punched area as a means of eliminating 
adhesive build up on the sprockets. 

 
 6.6 Resistance to Accelerated Outdoor Weathering.  When electronic cuttable film is applied to 

retroreflective sheeting, the surface of the film shall be weather resistant and show no 
appreciable cracking, blistering, crazing, or dimensional change after 3 years unprotected 
outdoor exposure, facing the equator and inclined 45° from the vertical (one year for orange EC 
film.)  Following weather exposure, panels shall be washed in a 5% HCl solution for 45 seconds, 
rinsed thoroughly with clean water, blotted dry with a soft clean cloth and brought to equilibrium 
at standard conditions.  After cleaning, the coefficient of retroreflection shall not be less than the 
value specified by the using agency for colored retroreflective sheeting.  

 
  6.6.1 Show no appreciable evidence of cracking, scaling, pitting, blistering, edge lifting or 

curling or more than l/32 inch (0.08 cm) shrinkage or expansion. 
 
  6.6.2 Show "good" color fastness or better when tested as in 5.7. 
 
  6.6.3 Retained reflectivity shall be the same as the using agency specification for colored 

retroreflective sheeting of the type being tested. 
 
  6.6.4 The electronic cuttable film shall not be removable from the retroreflective sheeting 

without damage. 
 
 Retroflective performance measurements made after weather exposure shall be made only at angles of 

0.2° observation and -4° entrance.  Where more than one panel of a color is measured, the coefficient 
of retroreflection shall be the average of all determinations. 

 



23 of 31  

 6.7 Colorfastness.  One specimen, exposed and prepared as specified in 5.6 shall be wet out with a 
mild detergent and water solution and compared with a similarly treated unexposed specimen 
under natural (North sky) daylight or artificial daylight having a color temperature of 7600° K.  
The colorfastness shall be evaluated as follows: 

  Excellent - no perceptible change in color. 
  Good - perceptible but no appreciable change in color. 
  Fair - appreciable change in color. 
 
  Appreciable change in color means a change that is immediately noticeable in comparing the 

exposed specimen with the original comparison specimen.  If closer inspection or a change of 
angle of light is required to make apparent a slight change in color, the change is not 
appreciable. 

 
 6.8 General Characteristics and Packaging. 
 
  6.8.1 Roll Goods.  When supplied as roll goods, the electronic cuttable film shall be of good 

appearance, free from ragged edges, cracks and extraneous materials.  The maximum 
number of splices in each roll shall be three per 50 yards of material.  Splices shall be 
butted.  The sheeting shall be packed snugly in corrugated fiberboard cartons, in 
accordance with commercially accepted standards.  Each carton shall clearly stipulate 
the brand, quantity, size, lot or run number, and color.  Stored under normal conditions 
the electronic cuttable film as furnished shall be suitable for use for a minimum period of 
one year. 

 
  6.8.2 Sign Faces.  When supplied as a finished sign face or mounted sign, the sign face, 

made of electronic cuttable film and retroreflective sheeting, shall comply with the 
appearance, specification, and good workmanship designated by the using agency for 
sign faces constructed of colored retroreflective sheeting of the same type. 

 
7.0 Performance Requirements and Obligations. 
 
 7.1 Certification.  The film manufacturer shall, upon request, submit with each lot or shipment, a 

certification which states that the material supplied will meet all of the requirements listed 
herein. 

 
 7.2 Field Performance Requirements.  The electronic cuttable film applied to retroreflective 

sheeting, both materials applied in accordance with the manufacturer’s recommendations, shall 
as a composite perform with the same effective performance life as the using agency specifies 
for that type of colored retroreflective sheeting.  The composite sign will be considered 
unsatisfactory if it has deteriorated due to natural causes to the extent that: (1) the sign is 
ineffective for its intended purpose when viewed from a moving vehicle under normal day and 
night driving conditions; or (2) the coefficient of retroreflection is less than the minimums 
specified by the using agency for colored retroreflective sheeting. 

 
 7.3 Electronic Film Manufacturer's Replacement Obligation. Where it can be shown that 

retroreflective traffic signs with electronic cuttable film supplied and used according to the film 
manufacturer's recommendations have not met the performance requirements of Section 7.2, 
the film manufacturer shall cover restoration costs as provided in the using agency specification 
for colored retroreflective sheeting. 

 
 7.4 Government Using Agency Obligation.  The using agency shall be responsible for requiring 

dating of all signs at the time of application.  That date constitutes the start of the field 
performance obligation period. 

 
8.0 Technical Assistance Requirements 
 
 8.1 Instruction and Training.  The manufacturer supplying the electronic cuttable film requirement 

shall provide the services of a qualified technician for instruction and training at the primary sign 
manufacturing facility designated by the agency.  This instruction shall be available on a 
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quarterly basis at no additional cost, and shall include but not be limited to, training films, 
material application, equipment operation, packaging, storage and other proven sign shop 
practices as they apply to the electronic cuttable film supplied by the manufacturer, and to 
assure that the resulting signs can comply with the applicable specifications.  Additional on-site 
technical assistance by the manufacturer supplying the electronic cuttable film shall be provided 
at each of the sign shops designated in the bid invitation.  This assistance will be provided at 
least once each quarter of sign production, if required. 

 
 8.2 Equipment.  The manufacturer supplying the electronic cuttable film requirement shall provide 

service for film cutting or application equipment of their manufacture, certify that trained 
personnel will be available on 72 hours’ notice to render such service, and shall stock 
authorized parts for their sheeting application equipment.  The manufacturer supplying the 
electronic cuttable film requirement shall not be required to provide service on film cutting or 
application equipment not of their manufacture. 

 
 8.3 Compliance.  Failure to comply with the requirements and schedules of 8.1 and 8.2 shall be 

cause for cancellation of contract. 
 
9.0 Patented Devices, Materials, and Processes. 
 
 Seller will pay any damages, costs or fines resulting from any claims against City of Detroit 

(government unit) for infringement of third party patents by product supplied by Seller under this 
specification.  The costs paid by Seller shall include legal and court costs deemed reasonably 
necessary by counsel for City of Detroit (government unit) in defending against such claims. 
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ATTACHMENT # 4 
 

SPECIFICATION FOR  
PROTECTIVE OVERLAY FILM 

 
City of Detroit 

Specification for Anti-Graffiti Protective Overlay Film 
 
PREMIUM PROTECTIVE OVERLAY FILM 
______________________________________________________________________ 
1.0 Scope 
 
 This specification covers premium transparent protective overlay film designed for application to sign 

faces reflectorized with retroreflective sheeting to provide a superior barrier to staining by graffiti and 
other markings. 

 
2.0 Description 
 
 The protective overlay film shall be a clear, non-chlorinated, colorless film which may be used in lieu of 

clear coating.  It shall be durable, solvent resistant and shall be coated with a transparent, UV stabilized 
pressure sensitive adhesive protected by an easily removable paper liner. 

 
3.0 Compatibility 
 
 The protective overlay film shall be compatible with reflective sheeting and inks used for signing.  This 

compatibility shall be clearly designated by the manufacturers of each component or, alternately, each 
component shall be produced by a single manufacturer. 

 
4.0 Performance Requirements 
 
 4.1 Tensile Strength.  A 1" (25mm) wide sample of protective overlay film, with the liner removed 

shall have a minimum tensile strength of 4500 psi when tested at 72F (23C) using a jaw speed 
of 5 inches per minute. 

 
 4.2 Dimensional Stability.  The  protective overlay film, without adhesive, shall have a minimum melt 

point of 520F (270C). 
 
 4.3 Color.  When protective overlay film is applied in accordance with the manufacturer's 

recommendation over retroreflective sheeting, the color of the film/sheeting composite shall 
conform to the color requirements of the screen processed colors for the type of sheeting 
material used. 

 
 4.4 Transparency.  The overlay film, without adhesive, shall provide a minimum of 95% 

transmittance of light in the visible range (400 - 700 nanometers.)  The overlay film shall remain 
transparent through the expected life of the sheeting to which it is applied. 

 
 4.5 Solvent Resistance.  The protective overlay film, without adhesive shall show no swelling or 

crazing after immersion in any of the following solvents for 7 days: 
 
  1. Methylene Chloride 
  2. Toluene 
  3. Ethyl Acetate 
  4. Gasoline 
  5. Mineral Spirits 
  6. Naphtha 
   
 4.6 Cleanability.  The overlay film manufacturer shall identify acceptable cleaning systems sufficient 

to clean paint and other surface contaminants without damaging the sign face. 
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 4.7 Field Performance.  The expected performance life of a sign face constructed of overlay film 
and reflective sheeting shall be equivalent to the expected performance life of the retroreflective 
material used. 

 
 4.8 Storage.  The overlay film, when stored in accordance with the manufacturer's 
recommendations shall be suitable for use up to 1 year from date of Purchase.   
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ATTACHMENT # 5 
 

SPECIFICATION FOR  
SLIP SHEETING 

 
City of Detroit 

Specification for Slip Sheeting 
 
Description: 
 
Slip sheeting is used for the packaging of finished signs made of High Intensity Prismatic Grade Sheeting (See 
Attachment #2) shall conform to properties of series SCW568 as manufactured by 3M Company or equal.  
 
Slip sheeting is available in 24”, 30”, 36”, and 48”  rolls by 150 yrds.  
 
Slip sheeting shall have non-abrasive and non-adhesive surfaces and shall be tear resistant.   
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Attachment # 6 
 

Testing and Certification Requirements 
 

ACCEPTANCE CRITERIA FOR RETROREFLECTIVE SHEETING/PERMANENT SIGNING 
 

A. The Michigan Department of Transportation (MDOT) specification requirements for permanent signing 
require high intensity prismatic  (MDOT 1996 Standard Specifications for Construction, Section 
919.02.C). 

 
B. National Transportation Product Evaluation Program (NTPEP) Testing  Requirements 

 
MDOT requires that all materials by tested by the NTPEP and meet the criteria listed below prior to any 
consideration being given regarding sign fabrication and field testing.  NTPEP testing is a requirement 
for all new suppliers or for suppliers attempting to re-qualify product that was removed from the 
Qualified Products List.  There will be no exceptions.  All sheeting and ink colors used for permanent 
signing must be tested (typically white, yellow, red, green, blue and brown).  The NTPEP test deck from 
Minnesota will be the basis for outdoor weathering review.   
  

1. All sheeting samples must pass the ASTM D4956-90 and federal specification L-S- 
300C physical test requirements with a rating of “no effect.” 

 
2. After two years of weathering at 45 degrees, all sheeting samples will be reviewed for  

Loss of reflectivity and color change by comparing data with the initial coefficient of reflection 
and initial chromaticity color coordinates. 

     
3. After two years of weathering at 45 degrees, all sheeting samples will be reviewed for loss of 

reflectivity and color change by comparing data with the initial coefficient of reflection and initial 
coefficient of reflection and initial chromaticity color coordinates.  Pass/fail determinations will be 
made on an individual basis, although samples must retain a minimum 90 percent reflectivity 
based on a control sample.  Samples with chromaticity color coordinate changes will be 
determined a failure if the color fastness test is a rating less than “good”. 

 
C. Fabrication Requirements  

The manufacturer must comply with steps 1,2 and 3 listed below prior to sample submittal. 
1. Manufactures must provide documentation from an independent agency that shows successful 

fabrication and field performance of their sheeting. 
2. Manufacturers must provide documentation that details performance life of sheeting (minimum 

of 80 percent reflectivity maintained at ten years) 
3. All fabrication testing will be done by MDOT Maintenance Central Sign Shop.  The manufacturer 

shall provide MDOT with the sheeting, ink and any necessary substrates.  The inks shall not 
require clear coating.  All sheeting and ink shall be manufactured by the company providing the 
materials for testing.  All materials will remain the property of MDOT. 

4. The manufacturing will supply MDOT with the following size sheeting samples 
1-12.75” x 50 yrd roll and 1- 36” x 25 yard roll of green sheeting, 1-48” x 25 yard roll of yellow 
sheeting; 1-24” x 50 yard roll of white sheeting; 1-24” x 50 yard roll of black sheeting; 1-24” x 
50yrd roll of blue translucent film; 1-2” x 50 yard roll of  white sheeting; 1-48” x 50 yard roll of 
slip sheeting; 1 gallon of black ink and 1 gallon of blue ink. 

5. Testing will be done on standard MDOT signing substrates;  .080 aluminum,   aluminum 
extrusion, and plywood. 

6. The MDOT Maintenance Central Sign Shop will report any significant fabrication problems to 
the Materials Section and a determination will be made whether to proceed with the field test.   
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D. Field Test Requirements 
 
Field tests are necessary for initial placement on the Qualified Products List. (QPL) and for reinstatement of 
a product that has been removed from the QPL. 
 
Field Test Parameters: 
 
1. MDOT shall choose the location of the test site. 
2. The signs shall be fabricated by MDOT personnel in the presence of the manufacturer and shall be 

identified as experimental with a tag on the back of the sign.  Sign substrates shall consist of .081 
aluminum, aluminum extrusion, and plywood.   

3. Signs will be reviewed by MDOT personnel.  All reviews shall be documented with date, sign number, 
condition of sign, and any other pertinent data.  Problems that will result in rejection of the product 
include, but are not limited to wrinkling, topcoat splitting, peeling, loss of reflectivity, and color change.   

4. The manufacturer will be notified in writing concerning the results of the field study.  From the time of 
sign installation, two years may be taken by MDOT to conclude the field evaluation.  Completion of a 
successful test indicates that the product will be approved for one year.  At the end of the one year 
period, continued approval will be based on successful fabrication and field performance in Michigan.   

 
E.  MDOT reserves the right to verify submitted test information or to modify acceptance criteria for retro-
reflective sheeting at any time.    
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Attachment # 7 

 
Warranty for installed signs 

 
Warranty for Installed Signs 

 
 
Components 
 
The vendor shall provide warranties for all components and labor used in the sign making process and shall 
replace all defective materials and workmanship upon demand at no cost to the City. City of Detroit reserves 
the right to collect compensation for liquidated damages arising out of defective work provided by the vendor. 
 
 
Installed signs 
 
The vendor shall procure from the manufacturer and issue to the City a written warranty to ensure continual 
effectiveness of all installed signs during the entire life span of the signage (10 years).  The warranty will cover 
the cost of restoring the sign to its original effectiveness at no cost to the City of Detroit for all materials 
including signage, substrate, installation hardware, support structures and anchors and labor for sign 
fabrication and reinstallation in the field, in the event of failure of the pre-stenciled face sheeting due to 
defective manufacture and /or fabrication.  The primary warranty will be for a period will be seven (7) years and 
will cover comprehensive replacement of signs to its original form.  The secondary warranty will cover only the 
cost of the replacement of sheeting required to restore the sign surface to its original effectiveness.  The 
secondary warranty will cover years 8, 9 and 10. 
 
Award of the bid will be governed by the demonstrated ability of the bidder to execute the warranty.  
 
 
Replacements 
 
All materials damaged in transit due to inadequate packaging and/or inadequate sign face protection afforded, 
will be the vendor's responsibility. The City will require replacement of all such signs under the conditions of 
warranty. Failure to respond promptly to such requests for replacements will be grounds for termination of the 
contract without compensation.  
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Attachment # 8 
Prestenciled Traffic Control Fabricated Sign  

(applied to aluminum)  Drawing-Detail 
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1. Procurement Policy.  Procurement for the City of Detroit, shall be carried out in a manner which provides a fair opportunity to all 

eligible bidders to participate.  This bid shall be made without collusion with any other person, firm or corporation making any bid or 
proposal, or who otherwise make a bid or proposal. 

 
2. Non-Discrimination Clause.  In Accordance with all Federal and State Legislation and Regulations governing Fair Employment. 

Including but not limited to, Title VII of the Civil Rights Act of 1964 the Michigan Civil Rights Act and the Michigan Handicappers 
Civil Rights Act, the bidder agrees that it will not discriminate against employees or applicants for employment with respect to hire, 
tenure, terms, conditions or privileges of employment because of religion, race, color, national origin, age, sex, height, weight, 
marital status or handicap that is unrelated to the ability of the individual to perform the duties of a particular assignment or position.  
The bidder recognizes the right of the United States and the State of Michigan to seek judicial enforcement of the foregoing 
covenants against the bidder or its subcontractors, or both, in order to provide for efficient cooperation and coordination in the 
handling of Contract compliance programs as provided in the Elliott-Larsen Civil Rights Act, as amended, and the Michigan 
Handicappers Civil Rights Act, as amended.  The Detroit Human Rights Department, The Detroit Human Rights Commission, the 
Michigan Department of Civil Rights and the Michigan Civil Rights Commission by mutual agreement, have authorized the Detroit 
Human Rights Department in a Contract compliance program to monitor all Contractors doing business with the City and to review 
the employment practices of Contractors seeking to do business with the City prior to entering into a Contract so that the mandates 
of Section 209 of the Michigan Civil Rights Act are carried out.  The bidder agrees to include this paragraph number 3 in any 
subcontract.  Breach of this covenant may be regarded as a material breach of the Contract. 

 
3. Unit Prices, Notations, and Workmanship.  Prices and notations must be typed or in ink.  Prices shall be for new items only 

unless specified otherwise in this Formal Bid Document.  No erasures or “white-outs” are permitted.  Mistakes may be crossed out 
and corrections entered and initialed in ink by the persons signing the bid document.  Unit prices shall be stated based on units 
specified.  The bidder may quote on all or a portion of a quantity as specified.  Quote on each item separately and indicate brand 
name or make.  All materials furnished must be new, of latest model and standard first-grade quality, of best workmanship and 
design, unless expressly specified. 

 
4. Prices Quoted/Cash Discounts.  Prices quoted must be net of discounts.  Cash discounts will be considered in the determination 

of low bidder, provided discounts are based on periods of 30 days or more after acceptance of goods or billing on bidder’s invoice, 
whichever is later.  Where net is equal to bid with cash discount deducted, award will be made to the net bid.  The bidder shall 
extend and total the bids. 

 
5. Sales Tax Exemption.  The City is exempt from sales tax on those articles which the City buys for its own use.  Articles bought by 

the bidder and incorporated into other products are taxable to the bidder.  Such tax should be included in the price and will not be 
paid as an extra by the City.  Sales tax is excluded from incorporated products when the final product is sold to non-profit housing 
projects. 

 
6. Specifications, Change of Specification, and Errors or Omission.  Specifications which refer to brand names are given for 

reference.  Bidders may quote on equivalent articles, provided that brand name and catalog number(s) and any deviations are 
noted on the bid form and complete descriptive literature is furnished.  Exceptions will state “Do Not Substitute.”  
The decision of the City shall be final. 
 
If any of the terms and conditions prevent you from bidding, or if you wish to request revisions of specifications, or a change in 
quantity which will result in lower unit cost to the City, or get an interpretation, your request will receive consideration if presented to 
the City as much in advance of bid submission deadline as possible.  If any change is found desirable, the City will notify all bidders 
by mail and postpone bid submission date, if necessary.  Bidders are not permitted to take advantage of any errors or omissions in 
specifications since full instructions will be given should they be discovered before bid submission date. 

 
7. Delivery Terms/Time.  F.O.B. delivered prices are preferred.  F.O.B. delivered means delivered to the dock of the institution of 

department noted on the bid, and will include all charges for packing, draying, etc.  Bidder may, at their option, quote F.O.B. 
shipping point.  Prices bases on F.O.B. Shipping Point will be considered after adding transportation charges and insurance costs.  
Bidders must show shipping weight and point of shipments on all shipping point bids.  Delivery time is a part of the consideration 
and must be adhered to.  If time varies on different items, the bidder shall so state. 

 
8. Container.  Packing, reels, etc., if chargeable, must be shown as separate items.  Return freight must be paid by bidder. 
 
9. Labeling of Envelopes.  Bidders must label envelopes containing bid - “This envelope contains bid on (-commodity-) File No.(-

number-)Due on or before (-time-) on (-Date-)”.  A label is attached for convenience.  The name and address of the bidder are to 
appear on the outside of the envelope. 

 
10. Receipt of Bids.  Bids must be received in the Purchasing Division, 1008 Coleman A. Young Municipal Center , Two Woodward 

Ave., Detroit, MI  48226, prior to or on the date and time specified on the face of this bid form.  Late bids cannot be accepted.  The 
responsibility of getting bids to the Purchasing Division on time rests entirely with the bidder. 
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11. Withdrawal.  No bid shall be withdrawn for (90) ninety days from submission deadline unless other wise stated in this bid form.  
Bidders may reduce this period if stated on bid, but such bids may be rejected on the basis of the reduced time period. 

 
12. Award.  The City reserves the unqualified right to award by item(s) unless otherwise stipulated, to waive any irregularity in any bid 

or to reject any and all bids when, in the judgment of the City, the best interest of the City will be served. 
 
The award of a Contract will not be made to any bidder who is in arrears in City taxes.  Ordinance 15-00,  forbids the award of any 
Contract to person(s)who are in arrears of City real estate, personal property and/or income taxes.  To ensure compliance with the 
above ordinance, bidders may contact the Real and Personal Property Tax Division (313 224-
3568) and/or City Income Tax Division (313 224-3332) to determine their tax status. 
 
All awards will be made in accordance with the provisions of Section 21, Article III of the Detroit Municipal Code (Ordinance No. 15-
00) which provides for purchasing and disposition of property consistent with the City Charter. 

 
13. Start of Work.  No Contract shall become effective until the Contract has been approved by the required City Departments and 

signed by the City of Detroit Purchasing Director.  Prior to the completion of this approval process, the Contractor will have no 
authority to begin work on this Contract.  The Finance Director shall not authorize any payments to the Contractor prior to such 
approval.  Nor shall the City incur any liability to reimburse the Contractor regarding any expenditure for the purchase of materials 
or the payment of services. 

 
14. Inspection.  All articles are subject to inspection and testing.  In case any articles are defective in material and/or workmanship, or 

otherwise, fail to meet requirements of this bid, the City shall have the right to reject or retain and correct such articles.  The bidder 
shall pay the City for expenses incurred in correcting defects.  Rejected articles will be returned to bidders at their expense for 
handling, packing and transportation. 

 
15. Freight Rates.  Unless otherwise stated, any increase in published freight rates after submission deadline will be added to the 

Contract price, and conversely any decrease in the published freight rates will be deducted from the Contract price.  This applies 
only to movement of the finished product as sold to the City. 

 
16. Subcontracting.  None of the services covered by this Contract shall be subcontracted without the prior, written approval of the 

City and any grantor agency, if required. 
 
17. Assignment.  A Contractor shall not assign any purchase order or Contract or any monies due therefrom without prior approval of 

the City.  Contact the Purchases Agent for proper procedure. 
 
18. Default.  Default is defined as the failure of the bidder to fulfill the obligations of their Formal Bid.  An event of default shall be 

construed as a material breach of this Contract. 
 
19. Damages for Breach of Contract.  The Contractor shall be liable to the City for any damages it sustains by virtue of the 

Contractor’s breach, or any reasonable costs the City might incur enforcing or attempting to enforce this Contract, including 
reasonable attorney’s fees.  The City may withhold any payment(s) to the Contractor for the purpose of set-off until such time as the 
exact amount of damages due to the City from the Contractor is determined.  It is expressly understood that the Contractor will 
remain liable for any damages the City sustains in excess of set-off. 
 
If the Contract is so terminated for breach of Contract, the City may take over the services, and pursue the same to completion by 
Contract with another party or otherwise, and the Contractor shall be liable to the City for any and all costs occasioned to the City 
thereby. 
 
The City may assess upon the Contractor, for failure to meet any provision or condition of the Formal Bid, damages up to the 
amount of 15% or the amount of the cost incurred for the breach. 
 
Other remedies shall also be available to the City.  The previous provisions outlined herein shall be in addition to any and all other 
legal or equitable remedies permissible. 

 
20. Termination.  The Contractor agrees that the City shall have the right to terminate any award to the Bidder for cause, as 

determined by the Purchasing Director, without any liability whatsoever, upon the giving of ten (10) days notice. 
 
21. Audit, Inspection of Records and Cost Verification.  The City reserves the right to audit employees payroll records to verify 

labor charges upon 72 hours notice. 
 
The Contractor shall permit the authorized representative of the City to inspect and audit all data and records of the Contractor 
relating to its performance under this Contract during the term of the Contract and for three (3) years after final payment.  All 
records relating to this Agreement shall be retained by the Contractor during the term of the Contract and for three (3) years after 
final payment for the purpose of such audit and inspection. 
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22. Compliance With Laws and Security Regulations.  The Contractor shall comply with and shall require its associates to comply 

with: (1) applicable federal, state and local laws, ordinances, code(s) regulations and policies, including, but not limited to, all 
security regulations in effect from time to time on the City’s premises; (2) codes and regulations for materials, belonging to the City 
or developed in relationship to this project externally; and (3) with the requirements of the grantor agencies when grant funds that 
are specifically related to this Contract are expended. 
 
The Contractor shall hold the City harmless with respect to any damages arising from any violations of same by it or its associates.  
The Contractor shall commit no trespass on any public or private property in performing any of the Services encompassed by this 
Contract.  The Contractor shall require, as part of any subcontract that subcontractors comply with all applicable laws and 
regulations. 

 
23. Patents.  The Contractor shall protect and indemnify the City against expense of any nature, shall bear the cost of any law suits 

which may arise and shall pay damages which may be awarded against the City for the use, under this specification, of any 
patented device, process, apparatus, material or invention. 

 
24. Indemnity.  The Contractor agrees to save harmless the City against and from any and all liabilities, obligations, damages, 

penalties, claims costs, charges, losses and expenses (including without limitation, fees and expenses for attorneys, expert 
witnesses and other consultants), which may be imposed upon, incurred by or asserted against the City by reason of any negligent 
or tortuous acts or any failure by the Contractor to perform its contractual obligations during the term of this Contract. This provision 
shall apply to all matters whether litigated or not, and shall include disputes between the Contractor, the City of Detroit and any 
negligent or tortuous errors or omissions attributable to the Contractor, its subcontractors or Agents.  

 
25. Conflict of Interest. The Contractor covenants that it presently has no interest and shall not acquire any interest, direct or indirect, 

which could conflict in any manner or degree with the performance of the services under this Contract.  The Contractor further 
covenants that in the performance of this Contract no person having any such interest shall be employed. 
 
The Contractor further covenants that no officer, agent, or employee of the City and no other public official who exercise any 
functions or responsibilities in the review or approval of the undertaking or carrying out of this Contract has any personal or financial 
interest, direct or indirect, in this Contract or in the proceeds thereof via corporate entity, partnership, or otherwise. 
 
The Contractor also hereby warrants that it will not and has not employed any person to solicit or secure this Contract upon any 
agreement or arrangement for payment of a commission, percentage, brokerage, contingent fee, other than bona fide employees 
working solely for the Contractor either directly or indirectly, and that if this Warranty is breached, the City may, at its option, 
terminate this Contract without penalty, liability or obligation, or may, at its election, deduct from any amounts owed to the 
Contractor hereunder, any amounts of any such commission, percentage, brokerage, or contingent  fee. 

 
26. Addresses.  Contractor shall notify the City upon any change of address, telephone number, facsimile number and electronic mail 

address, where applicable, within five (5) business days of such change.  The notice shall be delivered in writing Purchases Agent 
identified on the Purchase Order and shall include all of Contractor’s changed information and the effective date of such change. 

 
27. Taxpayer Identification Number.  Contractor shall notify the Purchasing Director and the Income Tax Director of the City upon the 

change of Contractor’s taxpayer identification number.  Such notification shall be in writing; shall include at a minimum, the 
Contractor’s taxpayer identification number in use by the City, Contractor’s new taxpayer identification number and all contract and 
purchase order numbers under which the Contractor is currently providing goods and services to the City; and, shall be delivered to 
the City within five (5) business days of Contractor’s receipt of confirmation of the registration of the new taxpayer identification 
number by the Internal Revenue Service.  Failure of the Contractor to supply the information required, may be deemed and event of 
default at the sole discretion of the City. 

 
28. Setoff.  In addition to Conractor’s obligation to not become in arrears to the City for any obligation owed to the City, City shall have 

the right to recover from payment owed to Contractor by City, delinquent withholding, corporate and property tax liabilities owed to 
the City by Contractor.  The City’s right of recovery shall be a setoff against those payments owing to Contractor by virtue of this, or 
any current City Contract.  The City will provide written notice to Contractor of any intention to invoke its right to setoff payments 
due to Contractor under this Contract against delinquent withholding, corporate and property tax liabilities owed.  Such written 
notice shall be delivered to Contractor at the address provided in the Contract/Purchase Order. 
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SPECIAL CONDITIONS 
(EFFECTIVE 16-APR-00/REVISED 22-SEP-00/REVISED 31-OCT-03) 

 
Ordinances/Definitions.  Copies of related ordinances, executive orders, and definitions of all terms.  “Detroit-Based Business,”  
“Minority” and “Resident” are available upon request by contacting the Office of the City Clerk at  Room 200 Coleman A. Young 
Municipal Center, Detroit, MI  48226, 313.224.3270.  Vendors requesting a copy of the Purchasing Ordinance effective 16-AUG-00 
should refer to Ordinance #15-00 when requesting additional information. 
 
The following definitions shall apply to the Formal Bid document and all attachments: 

 
City  -  The City of Detroit acting through the Purchasing Director 
 
CCD  - Contract Compliance Division of the City of Detroit’s Finance Department 
 
Bidder  -  The person or entity so named in the Formal Bid Document, or their authorized representative. 

 

EFFECTIVE APRIL 16, 2000 REQUIREMENTS FOR RECEIVING EQUALIZATION CREDIT HAVE BEEN REVISED. Please review 
the following definitions and requirements for certification carefully.   

 
*Detroit-Based Business (DBB) – means a business which pays City income taxes on the business’s net profits and pays City 
property taxes on 1) a plant or office and equipment which are ordinarily required for the furnishing of the goods or the performance of 
the services required by the contract and referred to in the application for certification as Detroit-based business or on 2) other real or 
personal property in the City equivalent in value to such plant or office and equipment, for not less than one (1) taxable year 
immediately prior to the date of the application for certification.  In addition, a Detroit-based business shall satisfy three (3) of the 
following eight (8) criteria: 

 
1. Provide verification that an existing inventory of the product(s) which the business offers to the City is physically located at a 

City site. 
2. Provide verfication of the ability of the business to service/repair product(s) to be sold to the City at a City site. 
3. Provide verfication that the business has an adequate number of employees based at its City site to perform the services 

indicated in its application for certification. 
4. Headquarters I located within the City 
5. Provide references, licenses or other means of verifying to the City that the services the firm offers have been provided at a 

City site for at least one (1) year prior to the date of application. 
6. Provide documentation that the majority (51%) of the firms employees working at its City site are Detroit residents. 
7. Provide verification that the firm has physical resources and ability to provide the services indicated in its application for 

certification at a location with the City. 
8. 51% of full-time employees including chief officer and managers regularly work and conduct business in the City. 

 
*Detroit-Based Small Business – Any business which meets the definitions of Detroit-based business and small business concern as 
certified by the City of Detroit Human Rights Department prior to bid due date. 
 
*Detroit Based Micro Business Concern (DBMBC) – Means a business which meets the definitions of Detroit-based business 
concern and a micro business concern. 
  
*Detroit Headquartered Business (DHQ) – Means a business which meets the definitions of  Detroit Based Business Concern and 
Headquarters. 
 
**Detroit Resident Business (DRB) – Means any business which employs a minimum of four (4) employees, at least fifty-one (51%) 
percent of which are City residents. 
 
*Headquarters – Means the place where the chief executive officer and highest-level managerial employees of a business have their 
offices and perform their management function. 
 
***Joint Venture – Means a joint venture of separate firms, one of which is a DBB, DBSB, DRB or DBMBC, which has been created to 
perform a specific contract, and is evidenced by a written agreement which provides at minimum that the DBB, DBSB, DRB, or 
DBMBC: 

 
1. Is substantially included in all phases of the contract including, but not limited to, bidding and staffing; 
2. Provides at least fifty-one percent (51%) of the total performance, responsibility, and project management of a specific job; 
3. Receives at least fifty-one (51%) of the total remuneration from a specific contract; and 
4. Shares profits and losses 
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***Mentor Venture – Means a joint venture of separate firms, one of which is a DBB, DBSB, DRB or DBMBC, which has been created 
to perform a specific contract, and is evidenced by a written agreement which provides at minimum that the DBB, DBSB, DRB, or 
DBMBC:  
 
1. Is substantially included in all phases of the contract, including, but not limited to, bidding and staffing: 
2. Provides at least thirty (30%) of the total performance, responsibility, and project management of a specific job; 
3. Receives at least thirty  percent (30%) of the total remuneration from a specific contract; and 
4. Shares in profits and losses 

 
**Micro Business Concern (MBC) – Means a business, which is one (1) of the following: 

 
1. A manufacturing business which has no more than fifty (50) employees; or 
2. A general construction business which has annual gross receipts of not more than one million seven hundred thousand dollars 

($1,700,000.00); or 
3. A specialty construction business which has annual gross receipts of not more than seven hundred thousand dollars 

($700,000.00) 
4. A wholesale business which has no more than ten (10) full-time employees; or 
5. A retail business which has annual gross receipts of not more than five hundred thousand dollars ($500,000.00); or 
6. A service business, other than professional services, which has annual gross receipts of not more than five hundred thousand 

dollars ($500,000.00) 
 
Note:  A business which is an affiliate or a subsidiary of any entity that is not eligible for certification as a micro business 
concern shall not be certified as a micro business concern. 
 

*Small Business Concern (SBC) – Means a business which: 
 

1. Has been in existence and operating for at least one (1) year prior to the date of application for certification as a small 
business concern; and 

2. Does not meet the definition of a micro business concern, as defined in this division, and 
3. Is one (1) of the following: 

 
a. A manufacturing business which, for the three (3) fiscal years preceding the date of application for certification has 

provided full-time employment to not more than five hundred (500) persons; or 
b. A general construction business which, for the three (3) fiscal years preceding the date of application for certification, 

has average annual gross receipts of not more than seventeen million dollars ($17,000,00.); or 
c. A specialty construction business whose average annual gross receipts have not exceeded seven million dollars 

($7,000,000.00) in the three (3) fiscal years preceding the date of application for certification; or 
d. A wholesale business which, for three (3) fiscal years preceding the date of application for certification, has provided 

full-time employment to not more than one hundred (100) persons; or 
e. A retail business which, for the three (3) fiscal years preceding the date of application for certification, has average 

annual gross receipts of not more than five million dollars ($5,000,000.00); or 
f. A service business, other than professional, which, for the three (3) fiscal years preceding the date of application for 

certification.  Has average gross receipts of not more than five million dollars ($5,000,000.00) or 
g. A professional services business which for the three (3) fiscal years preceding the date of application for certification 

has had average gross receipts or not more than three million dollars ($3,000,000.00) 
 

Note:  A business which is an affiliate or subsidiary of any entity that is not eligible for certification as a small business shall 
not be certified as a small business. 

 
*As demonstrated by submission of the Equalization Eligibility Form and proof of certification by the City of Detroit Human Rights 
Department.   These categories must be certified by the City of Detroit Human Rights Department at time of bid submission.  If a 
vendor(s) is not certified at the time of bid submission then equalization credit shall not be applied.  For information regarding 
Certification call 313.224.4950.  Failure to submit proper documentation with bid response may result in equalization credit not being 
applied.  Vendors are strongly encouraged to make application for certification for all applicable categories.  The certification process is 
lengthy and involved.  Applications are closely scrutinized to determine eligibility of firms.  Applications are processed in order of 
receipt.   
 
**As demonstrated by submission of Equalization Eligibility Form and Affidavit included with your bid package.  Failure to submit these 
forms with your bid will result in equalization credit not being applied to your bid response.  These forms must be included with each 
and every bid where the vendor wishes to receive consideration for equalization credit.   
 
***As demonstrated by submission of Equalization Eligibility Form and a copy of the written agreement between the parties to the Joint 
Venture or Mentor Venture.  The Joint or Mentor Venture agreement must be submitted with each and every bid response submitted 
for consideration of applicable eligibility credit.  The agreement is subject to review and acceptance by the City of Detroit. 
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Eligible Bidders.  An “X” below indicates the classification of bidders that the City has determined to be eligible to compete for this 
contract. 
 

2.1 Competition for this Contract is open to all qualified bidders.  (  X  ) 
 
2.2 Competition for this Contract is restricted per Ordinance No. 52-H to Detroit-Based Businesses.   

    (      ) 
 
Subcontractor Utilization Requirements.   The City has determined that ____________% of the total Contract amount shall be 

subcontract to DBE’s who have obtained certification from the Contract Compliance Division (CCD) prior to bid due date. 
          

Minority and Resident Hiring.  (Executive Order No. 22)  The worker hours on this Contract shall be performed by no less than 50% 
bona fide City residents, no less than 25% minorities and at least 5% women.    (      ) 

 

ALL INFORMATION PROVIDED IN RESPONSE TO THE INVITATION FOR BID IS SUBJECT TO VERFICATION AND ACCEPTANCE BY THE CITY OF 
DETROIT.  IF IT IS FOUND THAT INFORMATION SUBMITTED IS NOT VALID THE VENDOR MAY BE SUBJECT TO BEING PLACED IN DEFAULT 

AND/OR BID REJECTION AS DETERMINED BY THE CITY OF DETROIT PURCHASING DIRECTOR. 



Equalization Eligibility Form 
 
In accordance with Ordinance No. 15-00, any Detroit based firm shall be deemed a better bid than the bid of any competing firm which is not Detroit-based, whenever 
the bid of such competing firm shall be equal to or higher than the bid of the Detroit-based firm after the appropriate equalization percentage credit from the 
Equalization Allowance Table has been applied to the bid of the Detroit-based firm. NOTE:  IT IS THE VENDOR’S RESPONSIBILITY TO COMPLETE THIS FORM, 
PROVIDE ALL NECESSARY DOCUMENTATION AND RETURN IT WITH YOUR BID.  FAILURE TO DO SO WILL RESULT IN EQUALIZATION NOT BEING 
APPLIED.   
 
Company Name_________________________________________________ RFQ #_______________ 

 
A vendor qualifies for equalization credit as per section 18-5-2 of the purchasing ordinance as follows: 
 

Vendor to check all categories which apply* 
 

 Detroit Based Business (as certified by the City of Detroit Human Rights Department prior to bid due date.  Proof of certification must be submitted with each and every bid response.) 
 Detroit Based Business with Headquarters in Detroit (as certified by the Human Rights Department prior to bid due date.  Proof of certification must be submitted with each and 

every bid response. 
 Detroit Resident Business (as certified by completion of the affidavit attached to bid documents.  The affidavit must be completed and returned with each and every bid for consideration) 
 Detroit Based Small Business (as demonstrated by furnishing proof certification by the City of Detroit Human Rights Department.  Proof of certification must be submitted with each and 

every bid for consideration.) 
 Detroit Based Micro Business Concern ( as certified by completion of the affidavit attached to bid and proof of certification as a Detroit Based Business.  The affidavit and certification 

must be completed and returned each and every bid for consideration) 
 Joint Venture  OR     Mentor Venture (You may only select one.  One of the parties to the joint or mentor venture must be a certified Detroit Based Business prior to bid due date in 

order to receive equalization credit as a joint or mentor venture.  Proof of certification by the City of Detroit Human Rights Department along with a copy of the Joint or Mentor Venture 
agreement between the parties involved is required.) 

 
*The information submitted to substantiate Equalization Eligibility is subject to verification and acceptance by the City.  Should it be found that the vendor is not eligible to receive equalization credit it 
will not be applied.  Should it be found that information submitted has been falsified the vendor may be placed in Default by the City for up to a three year period at the discretion of the City of Detroit 
Finance Department – Purchasing Division.  If all respondents are certified Detroit based, Table I does not apply. 

TABLE I 
Equalization Allowance for Detroit-based business and/or Detroit Resident Business 

 

DOLLAR VALUE  DETROIT BASED DETROIT RESIDENT 
Up to $10,000.00  5%  5% 
$10,000.01 to $100,000.00  4%  4% 
$100,000.01 to $500,000.00  3%  3% 
$500,000.01 and over  2%  2% 
 
Detroit Based Business w/Headquarters in Detroit                               3% 
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TABLE II 

*Equalization allowance for Detroit Based Small Business, Detroit Based Micro Business, Joint Venture, Mentor Venture: 
 
Category      Equalization Percentage 
Detroit Based Small Business     1% 
Detroit Based Micro Business Concern     2% 
Joint Venture       2% 
Mentor Venture       1% 
  
 



For Certified Business Register Organization – Include 
copy of certification with Bid response 
 
 
 

AFFIDAVIT OF ELIGIBILITY FOR EQUALIZATION CREDIT 
(Detroit Resident Business/Detroit Based Micro Business) 
 

THIS AFFIDAVIT MUST BE COMPLETED, NOTARIZED AND 
SUBMITTED WITH EACH AND EVERY BID RESPONSE FOR 

CONSIDERATION 
 

The undersigned hereby swears or affirms that all statements made 
with respect to eligibility for the provision of goods and/or services on 
the above named vendor are true and correct to the best of my 
knowledge.  The undersigned further attests that its information 
provided is valid as of the date of bid submission. 
 
Instructions:  This affidavit should be filled out by firms eligible to 
receive equalization credit as any of the following:  1)  Detroit 
Resident Business  2)  Detroit Based Micro Business.  Initial each 
section for which the firm is eligible to receive credit and provide any 
information the applicable section(s) requires.  Make sure that the 
form is filled out completely, notarized, and included with your bid 
response.  Note:  This is a two-page form.  Both pages must be filled 
out completely. 
 
 
__________Detroit Based Micro Business 
 
Type of Business: 

Manufacturing  Retail General Construction 
Wholesale  Service 

 
Number of Employees____________ 
 
Amount of Annual Gross Receipts $______________________ 
 
 
 
 
 

 
 
 
 RFQ #________________ 
 
________Detroit Resident Business 
 
Total number of persons employed by the firm (including all full-time & 
part-time, owners, officers, managers, and support staff both 
professional & non-professional is _____________. 
 
Total number of employees who are residents of the City of Detroit 
is:__________.  Percentage of employees who are residents of the 
City of Detroit is______________% 
 
The undersigned further swears or affirms that the following 
documents have been presented by all Detroit employees and will be 
maintained by the DRB vendor for a period of three (3) years upon 
completion of the contract bid upon.  One (1) document from Group A 
or two (2) documents from Group B are to be submitted upon request 
by the City: 

Group A:  1) Michigan Driver’s License  2) Michigan I.D. Card  3) 
Prior Year City of Detroit Resident Income Tax Return 
Group B:  1) W-4 Forms  2.  Voter Registration Card  3) Current utility 
bill with the employee’s name and Detroit street address indicated 
thereon.  4) Affidavit from neighbor or other disinterested party. 
 

THIS AFFIDAVIT IS TWO PAGES 
BOTH PAGES MUST BE COMPLETED IN 

ORDER TO BE CONSIDERED FOR 
EQUALIZATION CREDIT FOR CATEGORIES 

REFERENCED ON THIS FORM 
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VENDORS REQUESTING EQUALIZATION CREDIT AS A DETROIT BASED MICRO BUSINESS MUST, IN ADDITION TO 
COMPLETING THIS AFFIDAVIT INCLUDE WITH THEIR BID RESPONSE PROOF OF CERTIFICATION AS A DETROIT BASED 
BUSINESS IN ORDER TO RECEIVE EQUALIZATION CREDIT A DETROIT BASED MICRO BUSINESS REFERENCED IN THIS 
PARAGRAPH. 
 
Questions regarding certification should be directed to the City of Detroit Human Rights Department at 313.224.4505. 
 
The City reserves the right to verify information submitted and request additional documentation if it feels it is necessary to do so. 
 
The information submitted to substantiate Equalization Eligibility is subject verification and acceptance by the City.  Should it be found 
that the vendor is not eligible to receive equalization credit it will not be applied.  Should it be found that the information submitted has 
been falsified the vendor may be placed in default by the City for up to a three-year period at the discretion of the City of Detroit Finance 
Department-Purchasing Division 
 
Print Name of Affiant:_______________________________________________________________________ 
 
Signature of Affiant:_________________________________________________________________________ 
 
Company Name:____________________________________________________________________________ 
 
Subscribed and sworn before me this day:________________________________________________________ 
       Month   Date    Year 
 
___________________________ County, Michigan  Commission Expiration Date_____/_______/________ 
 
Notary Signature________________________________________________________________________________ 
 
Print Name of Notary_____________________________________________________________________________ 
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EQUALIZATION ELIGIBILITY FORM 
 

PLACE NOTARY STAMP HERE 
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